
PRODUCT OVERVIEW

A-60 DOUBLE HINGED DOOR FOR 
FREEZER AND COLDROOMS

Construction

> Light weight construction

> According to USPH regulations

> Asbestos free

> Stainless steel surface AISI 304 or AISI 

316, if required

> Powder coated surface RAL, if required

> Easy installation

> Esay maintenance

Services 

> Pre-assembled for simplified installation.

> Europewide installation according to our 

service conditions, if required.

> Europewide service, maintenance and 

repair.

> Worldwide supply of spare parts. 

Documentation

> Certificates 

(DNV SE Module B & D, SDoC, DoC)

> Instruction manuals

> Maintenance manuals 

> Drawings

> Spare part lists
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Technical details

> AISI 304 

> AISI 316  

> Powder coated surface 

RAL 

Available materials:

Size range

c/o 2.000 mm x 2.100 mmMax. size: 

Power supply for freezer doors

230 V AC, 50/60 HzOperation voltage:

Contact details

KAEFER Schiffsausbau GmbH
Am Lunedeich 15-23
27572 Bremerhaven

If you have any further questions, do not hesitate to contact us.

Mr. Hans-Joachim Adebahr 
+49 421 6109 218
freezerdoors@kaefer.com

The fire protective have to ensure the emergency

escape way to be safe for min 60 minutes.

The fire protection have to give the emergency 

services the possibility to fight against the fire.

To ensure this, KAEFER offers an array of 

solutions, which meet the highest quality and 

safety standards for fire protection.

Fire Safety Products from KAEFER are used on

more than 600 vessels (cruise ships, mega

yachts, ferries).

All products complies the Hong Kong International 

Convention requirements.

Certification

MEDB0000B23Module B

MEDD00000DNModule D 

For more information,
please visit our website: 
www.kaefer.com


